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Appendix E 

CFA Facilities Analysis Screening Tables 

The attached tables are a screening tool for the WAG 4 CFA Facilities Analysis. The analysis 
includes a review of operational, inactive, and demolished facilities at CFA, Fire Station #2, and Gun 
Range, with respect to their impact on cumulative risk at WAG 4. All CFA facilities with the exception 
of roads, parking lots, and sewer and water systems are included in this screening. 

Tables 1 and 2 are organized under the headings discussed below 

Facility Numbers and Names 

The facility numbers and names were taken primarily from Standard Number Assignmentsfor 
INEL Buildings, Structures and Roa& (LlTCO 1995). Numbers and names are assigned to INEEL 
facilities to comply with DOE-ID Architectural Engineering Standards. Construction documents, such as 
drawings and specifications, are indexed to these numbers. 

There are several facilities in the screening table where duplicate numbers and names are shown. 
The reasons for number duplication are due to one or more of the following: 

. Number and name assignment errors may have occurred during project planning, or the 
appropriate facility numbers were not used on project documents 

. Facility numbers were not assigned to many underground storage tanks at the time of 
installation. Consequently, the facility number of a nearby building became the commonly 
accepted number of the tank itself (i.e., CFA-688 Tank-Diesel Fuel UST at CFA-688 
Communications Building) 

. Numbers that were deactivated when a facility was demolished were later reassigned to 
newer facility. Therefore, the same facility number may be shown with different names (i.e., 
CFA-696 Transportation Complex and Storage for NOAA). 

Description and Background Information 

The facility descriptions and background information were. taken from the Site Development Plan 
(1990) and FFAKO documentation (i.e., Track 1, Track 2, and RI/l3 investigations). 

Management Control Documents/Source of Information 

The primary management control documents and sources of information shown in the table are: 

. INEL EmergencylRCRA Contingency Plan (1995) 

. LMITCO Management Control Procedure 456 Management of Storage Tanks 

. Hazard Assessment for Facilities Located at the Central Facilities Area (WEL 95-OOO8), 
June 1995) 

E-l 



. LMITCO Management Control Procedure 2734 Explosives Safety 

. LMITCO 1995 SARA Title III database printout 

. Files from tank removal projects 

. FFA/CO documentation. 

Screening Criteria 

The facility screening process is designed to evaluate the potential of a facility to contribute to 
cumulative risk at WAG 4. The screening criteria are discussed below. 

A facility was eliminated from further evaluation if: 

1. 

2. 

3. 

4. 

5. 

It is assigned to an existing operable unit in WAG 4 under the FFAKO. 

It may have processed, stored, or utilized hazardous materials, but has no historical evidence 
based on process knowledge or specific sample data that a release to the environment has 
occurred; or releases to the environment have been remediated. 

It would not have processed, stored, or utilized hazardous materials/waste and may contain 
products that are packaged for distribution to the general public (i.e., cleaning chemicals). 
These areas would include personnel offices, non-hazardous liquid storage (i.e., water 
storage tanks or towers, water facilities, electrically driven pumping facilities, and facility 
maintenance shops). 

Discharges from the facility to the environment are permitted through other programs and/or 
the facility is operated with appropriate management controls. 

Data indicate that releases from tanks are less than the risk based soil concentrations for 
BTEX and petroleum hydrocarbons (See Tables 3 through 10). 

Facilities that do not meet the above criteria are retained for further evaluation in the OU 4-13 
Feasibility Study. 
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Table 1. Reeulte of Buildings and Structures Screening. 

?acility Number Facility Name Description Background Information Documents/Sources of Screening -Criterion 
Information 

Eliminate 3 

Asphalt pad with concrete Status: demolished 1997. 

I 

OU 4-05/CFA-17 
CFA-47 

Eliminate - 1 

Installed: assumed 1952, during/ 
COll.StNCtiOn 

of Fire Station No. 2. 
/status: inactive. 

meteorolotical equimpent. 

11 Eliminate - 3 

Floor: concrete. 

status: inactive 
storage of fne fighting 

Decontamination and 
Dismantlement File 

Eliminate - 3 



m 
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Table 1. Results of Buildings and Structures Screening. 

h4ity Number Facility Nyme ~Ikscriptioy~~~~~ ~~~~ ~-, ~ %zz”.: Background information Screening-Criterion 

Installed: assumed 1952, during 

Evaporation Pond 
construction of Fire Station No. 

B16-708 1 for Fire Station #2 
2. OU 4-OYCFA-17 
Status: removed CFA-47 

Eliminate - 1 

/Use: catch basin for waste 
/products from tire training pad. ! 

~~~ ,B1 
I “1 t: assume 

dud 
-g 

iconstruction of Fire Training 

B16-709 
Facility. OU 4-05/CFA-17 
stahls: inactive CFA-47 

Eliminate - 1 
Fire Station #2 

iUse: storage of fue tight& i 

Eliminate - 3 

Guardhouse on Van 

B21-606 
Buren (between 

one story 
West Portland and walls: frame stnlcture status: active Eliminate - 3 

Highway 20) 
roof: steel Use: security check station. 

I I 



Table 1. Results of Buildings and Structures Screening. 

B21-607 

! Management Control 
Facility Name Description Background InIormation DocumenWSources of Screening - Criteri 

walls: prefabricated modular 

weapons range 

B21-611 

B21-612 

Control House and floor: concrete 
Eliminate - 3 

Firing Line Cover roof: composition 
Use: weapons range 

Weapons Range 
Complex, Range 1 

one story 

Firing Stand 
walls: prefabricated modular Eliminate - 3 

Enclosure 
rooE composition 

Waste Management 
La&ill, Operations 

Offke Trailer, Office Trailer Eliminate - 3 
Located North of 

B21-620 

B21-703 

Substation Control one story 
Building walls: reinforced concrete 

Target Pits NA 
at Gun Range 

Eliminate - 3 

Eliminate - 3 

ion 



Table 1. Results of Buildings and Structures Screening. 



Table 1. Results of Buildings and Structures Screening. 

Management Control 
Facility Number Do;g;cug; of , Screening - Criterioo- FacW Name /escfi~tion 

B21-714 
Tactical Range 

~~~,~~~ ~;w~~;na~“” 

@we 6) 
rifle range stahls: active Procedure Eliminate - 2 

Use: rifle range MCP-2734 
Indoor Pistol and Built: date unknown 

B2!-7!5 
, Eg;;k!$, 

CFA-B21 Storage Shed 

CFA-601 

CFA-602 

CFA-603 

Warehouse 
Roof concrete on steel beams, 

/built if: roof. 
Status: active. StruCtUIC Utilization i Eliminate - 4 

IUse: general storage Database, 1998 1 
Floor: concrete. I / 

one story. 
/Built: T!XK 

Roof composition on steel 
/status: active. 
Use: oftices, materials testing 

Field Engineer and deck on bar joist. 
Materials Test Lab Walls: reinforced masonry with 

laboratory for soil, concrete, Eliminate - 3 

“Dryvit” exterior ftish. Floors: 
asphalt, reinforcing bar and 

reinforced concrete. 
structural bolts. Also, a “fog” 
IOOrn for concIctc cluing. 
Built: I!X%, remodeled: mgl. 

One Story (part basement). Stahls: inactive 1996. 

Medical 
Dispensary 

/Walls: wood frame with new 8- Use: doctors offices, medical 
in. reinforced concrete. examination and treatment 
Floor: concrete. mxn.s, x-ray and 
RooE built up, metal deck. decontamination rooms, 

laboratory, and garage. 

2, Eliminate - 2 

One story. Walls: Concrete 
block. Floor: concrete. 

Built: 1983. 
status: inactive 1995. 
Use: emc*ge*cy power 

!, Eliminate - 3 



m 
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Table 1. Results of Buildings and Structures Screening. 

YNumb; 1 Facility Name ~Dewription 
Management Control 

Background Information 1 Documents/Sources of Screening -Criterion ~. -~~~ 
/_~ Information ! 

one story. 
‘Built: 1950. 

CFA-605 
Materials Testing Walls: concrete. 

Stams: demolished 1994. CFA Building and 

Lab Roof: reinforced concrete. 
Use: offices and testing stNcturc Utilization Eliminate _ 4 

Floor: concrete 
laboratory for concrete block Database, 1998 

Fuel Tank~~Fmm ~~~~~~ 

CFA-605-W southwest of ‘See Table 2. 
CFA-605 + 

IOne story with basement. Roof: 

Eliminate - 4 

Use: office and a small lab for 

One Story with basement. 
Walls: wood frame. 
RooE composition. 

unknown. 
Use: housing. 

Drawing No. 188- 
Eliminate 3 

070560396118566 



Table 1. Results of Buildings and Structures Screening. 

CFA-608 Security 
RooE corrugated sheet metal. 
building. 

facility number 
CFA Building and 

Helicopter 
reused Hanger Extra large entry doors. 

One Story with basement. 
Walk wood frame. Status: demolished, date Drawing No. 188- 

070560396118566 Eliminate - 3 
Rook composition. 

/ Change House West Built: 1991. 
CFA-611 of Status: active, presently located 

facility number CFA-633 Trailer. near Virginia Street. 
reused Temporary Field 

Trailer 

One Story with basement. 
CFA-612 Navy Housing Walls: wood frame. Eliminate - 3 

,Roof: composition. 070560396118566 
iUse: housing. 



Table 1. Results of Buildings and Structures Screening. 

Facility Number 

CFA-612 
facility number 

reused 

CFA-613 Bunkhouse 

CFA-614 

CFA-615 

CFA-616 

CFA-617 

CFA-619 

I 
Facility Name Description Background Information 

)ffke Building and One story. 
‘status: active. 

Environmental Roof: corrugated sheet metal. use: OfflCCS, classrooms, 

Laboratory Floor: concrete. laboratoties for analysis of 
drinking water and air samples 

lcollected at INEL. 
asement. Bncki 

exterior walls, wood interior 
framing or steel f&nc with Built: 1942. 
metal panel walls. stahls: inactive 1995. 

/Roof: wood joists. Use: visitor housing. 
~ Floor: wood. 

Roof: corrugated metal. 
Floor: concrete. 

Use: miscellaneous storage. 

quipmcnt Building Walls: metal. 
RooE metal. 

status: active. 
Use: electrical and mechanical 
utility building. 

Management Control 
DucumeutslSources of 

Informntion 

CFA Building and 
SlNchlrc Utilization 

Database, 1998 

Site Development Plan 
(1990) 

CFA Building and 
StNchue Utilization 

Database, 1998 

Screening - Criterion 

Eliminate - 4 

Eliminate - 3 

Eliminate - 3 

Eliminate - 3 

Eliminate - 3 

Eliminate - 2 

Eliminate - 3 



Table 1. Results of Buildings and Structures Screening. 

I 
! Management Control I 

‘acility Number 1 Facility Name Description /Background Information ~ DocumenWSources of j Screening - Criterion 
Information / 

Plan Nos. 
llnhmn. 161936-161941 

Eliminate - 3 
use: storage of emergency 

1~’ 
equipment. 
BuiIt: m83. 
status: active. CFA Building and 

Eliminate - 4 

Eliminate - 4 

status: active. 

CFA-623 
/ Multicraft Shop /Walls: metal. Use: of&es, carpentry shop, 

#3 /;;;:-;~~dm~~l. “~;;~@‘P’~~ j ” 
Eliminate - 4 

! 
equipment storage. 

Two story. Built: 1986. 
Multicraft Shop Walls: metal. 

i CFA Building and 
CFA-624 

iStatus: active. ’ structure Utilization 
#bl kJse: oftices, craft shops, and i 

Eliminate - 3 
Roof: cormgated metal. 
Floor: concrete. 

Database, 1998 
equipment storage. 
Built: I989. ! 

Two story. ;stahls: active. 
Walk metal. Use: analytical laboratories for 

CFA-625 Laboratory Complex Eliminate - 4 
Roof: corrugated metal. ,research purposes, some low- ! 
Floor: concrete. I level radiological samples may ’ 

I be handled. 



Table 1. Results of Buildings and Structures Screening. 

‘acility Number Background Information 
Management Control 
Documents/Sources of Screening-Criterion 

Information 

One story with basement. 
Walls: wood frame. 

Status: demolished, date 
unknown. PlanNo. 340191 Eliminate - 3 

Floor: concrete. 
Use: of&es, calibration of 

sh-octure Utilization 
Database, 1998 

Eliminate - 3 

.- 

CFA-630 Office Building 
One story with basement. 
Walls: wood frame. 

Plan No. 340189 Eliminate - 3 

Walls: wood franc with brick. 

Database, 1998 



Table 1. Results of Buildings and Structures Screening. 

kwility Number 
Management Control 

Facility Name Description Documents/Sources of Screening-Criterion 
Information 

Hazard Assessment for 

status: active. 
CFA (INEL-95/0008) 

Eliminate - 4 

Floor: concrete. 

Eliminate - 2 
CFA (INEL-95/0008) 

One story, small reinforced 
concrete shucture. 

stahls: inactive. 
Use: storage of primers and 

CFA Building and 
structure Utilization Eliminate - 3 

Use: storage of radiological Stxuctwe Utilization 



Table 1. Results of Buildings and Structures Screening. 

Pncility Number 

flooronno~ end (12’ x ‘2’). 
Walls: concrete block and 

stahls: demolished: 1gg5, 

Use: locomotive repair, 
PlaniRCRA contingency 

RooE reinforced concrete. 
Eliminate - 3 

CFA-643 Offke Trailer 

CFA-645 / Above Ground 

mw 
IStorage Tank at CFA See Table 2. 

645 

one story. 

CFA-646 
Walls: metal. 

Stow- Building RooE ,,,etal, 

Floor: concrete. 

use: storage of mechanic Eliminate - 2 
supplies, motor oil, vehicle 

1 fluids, and mecbnical parts. / 



Table 1. Results of Buildings and Structures Screening. 

Facility Number Background Information 
Management Control 1 
DocumeutsiSources of 1 Screening - Criterion 

Infurmntion 

CFA-649 Storage Building Walk concrete. 
Roof: composition. 

T-----~~-~- 

Eliminate - 3 

Meterorological Walls: corrugated steel. Status: demolished date Hazard Assessment 
CFA-653 ! 

Balloon Shelter Roof: corrugated steel. Eliminate - 2 

CFA-654 
Landlord Craft Walls: concrete. 

Operations and Gas Roof: composition on wood removed, 1995. Eliminate - 3 
Bottle Storage trusses. Use: craft shop, offices and 

Floor: concrete. - 

CFA-655 i 
Oft& Trailer CFA Building and 

Oftice Trailer 
next to Use: offices and equipment structure Utilization Eliminate - 3 

CFA 637 Database, 1998 



I Table 1. Results of Buildings and Structures Screening. 

Facility Number ~ Facility Name 1Descriptiuu ~~~, IBackgruuud Iufurmntion~ -~- ~ ~~~~~f Screening - Criterion 

CFA-656 

Storage Building 
(formerly Auxiliary 

one story. 
Walls: concrete. 

Generator and 
Roof: composition. 
Floor: concrete. 

1 Accumulation Area). 1 

Built: 1950. 
Status: demolished 1995. 
Use: storage of equipment. 

1995 SARA Titlle IlI Eliminate 3 

CFA-657 Eliminate - 1 

IFloor: concrete. 

Eliminate - 1 

CFA-659 Of&x Trailer 
one story. Status : no longer in use, date 
Walls: wood frame. unknown. 

Plan No. 111253 
I 

Eliminate - 3 

CFA-660, A 

CFA-661 

Bus Driver Lounge 
and Equipment 

Operation Oftice 
IRooE composition on 
prestressed concrete beams. 

Material Staging 
Area across from 

Walls: corrugated steel. 

CFA-654 
Roof: corrugated steel. 

Use: lounge, showers, and 

Use: off&s and storage of 
i equipmenf spare parts, and 
!^...-I..” . ..-..A.- 

Hazard Assessment 
for 

CFA (INEL-95/0008) 
Eliminate - 3 

CFA Building and 
stNchue Utilization 

Database, 1998 
Eliminate-3 



Table 1. Results of Buildings and Structures Screening. 

hcility Number Facility Name 

Walls: concrete block. stahls: active. 

CFA-662 Cafeteria Roof: composition on wood Use: cooking area, bakery, 1, 
beams and composition on food storage, cold boxes, boiler 

Eliminate - 3 

concrete on steel beams. mom, dining area, and 

Eliminate - 3 

Stmcture Utilization Eliminate - 4 
and solvent, hot water blast Database, 1998 

Floor: concrete. cleaner for engines, wash racks 
‘for buses, tire change area, and 

Status: demolished 1997. 
Use: 1951 to 1995 -large Eliminate - 3 

Roof: composition. vehicle repair; 1995 to 1996 - 
Floor: concrete. storage of excess equipment. .~~ 

Built: 1951. 
status: active. 

Walls: concrete block. 
DOE-ID Use: OffIces, training areas, 

CFA-666 
Fire Station 

Roof: composition on metal living and garage area, storage 0 Eliminate - 3 
deck on bar joists. of fre fighting equipment, 
Floor: concrete. alarm center for INEL, and 

battled gas storage. 



Table 1. Results of Buildings and Structures Screening. 

Screening-Criterion 

CFA-667 

Built: 1951. 
Walls: corrugated steel. status: active. 

Storage Building proof: corrugated steel on steel Use: warehouse space for 1, Eliminate 3 
~receiving and storage of empty 
Idnuns and excess equipment. ( 

CFA-668 

CFA-669 

i 
One story, part basement. 
Walls: concrete block. 

Built: 195 1. 

Commications Root? composition on metal 
status: active. 

deck and precast concrete 

-r 

Use: telephone switchgear, shllchue Utilization Eliminate - 3 
Building 

beams. 
battery and boiler rooms, and Database, 1998 

A---~ Floor: concrete. 
@ice. 

;Built: l?G%O. 
-+~.~~~~---;. 

I ! Hazard Assessment I 
Old Laundry 

1 one story. ;Status: demolished 1995. 
Eliminate - 2 

Facility 
Walls: concrete block. 
Floor: concrete. 

!Use: radiological laundry 
CFA (MEL-95/0008) 

‘~~~~ 

CFA-672 
frame. 
Floor: concrete. 

for storage for tires, 
wind&i&Is, and other heavy 
equipment parts. 

for Eliminate - 3 
CFA (INEL-95/0008) 



Table 1. Results of Buildings and Structures Screening. 

n 
G, 

CFA-673 
Site Development Plan 

Eliminate - 3 

Use: warehouse for storage of 
surplus property and records, 

CFA Building and 

and photographic 
Roof: composition on steel Structure Utilization Eliminate - 4 

laboratory 
deck on steel columns. 

video studio on south end. 
Used as a laboratory from 1953 

Database, 1998 
Floor: concrete. 

Roof: corrugated steel on steel 

Walls: corrugated steel on steel Status: demolished, date 
unknown. 
Use: storage of security 

Floor: concrete. equipment. 

Hazard Assessment , 
for 

CFA (MEL-95/0008) 
Eliminate - 3 



Table 1. Results of Buildings and Structures Screening. 

/ Management Control 
lcility Number / Facility Name Description Background Information j Documents/Sources of Screening -Criterion 

CFA-679 

One story bui%liig. 
.~ ~ Information ,~~~ 

Built: 1989. 
Walls: masonry brick exterior status: active, 

CFA Building and and interior. 
Use: battery bank, convater, sttuchue UtiIization Eliminate - 3 Floor: concrete. 

Roof: metal deck with built-up and propane generator for Database, 1998 

masonry exterior, 
CFA Building and 

Structure Utilization Eliminate - 4 
control equipment for the CFA Database, 1998 
substation. 
Built: 1950. 

Walls: concrete block. Status: demolished 1994. 
Hazard Assessment 

Roof: concrete. Use: houses emergency water Eliminate - 3 

Floor: concrete. pumps for fue suppression. 

One story. 
Built: 1951. 

Equipment Dispatch Walls: wood frame building 
Status: demolished, date 

with basement. 
unknown. Plan No. 110248 Eliminate - 3 
Use: living quarters, later used 

CFA-684 

one story. /Status: demolished, date INEL Emergency 
Walls: corrugated steel on steel unlmown. 

Flammable Storage frame. Plan/RCRA Contingency 

(paint) 
Use: storage of paints and paint Plan (PLN-114) Eliminate - 4 

Roof: corrugated steel. thinner for use at the and 
jFloor: concrete. Multicrafts shops CFA-623 andi 1995 SARA Title III 



Table 1. Results of Buildings and Structures Screening. 

hcility Number 

CFA-685 

Management Control 
Facility Name Description Background Information Screening-Criterion 

Hazard Assessment 
Eliminate - 3 

CFA-687 
status: inactive, 

Use: excess lead storage. 
Eliminate - 2 

CFA-688 Walls: 8411. reinforced hollow Use: offices, calibration 

Walls: concrete block. 
Floor: concrete. 

SARA Title III 



Table 1. Results of Buildings and Structures Screening. 

n 
b N 

scitity Number 
Management Control 

Fneitity Name Description Background Information Documents/Sources of Screening - Crlterlol 
Information - 

I One story with partial 
IBuilt: 1963. 

/ Radiological and baseme”t’ 
/stm: utile. 

Walls: concrete block. 
‘Use: off%ces, lunchroom labs, 

INEL Emergency 

CFA-690 
/ Eg;cyL;;l 

flammable liquids valult, still 
PlaniRCRA Contingency 

Roofi sition on metal Plan (PLN-I 14) and 1995 
Eliminate - 4 

1 for distilled water, machine 1 
! 1 deck. 

shop, conference room, and 
SARA Title III 

I 
Floor: concrete. 

emergency equipment storage. 
I One stone. IBuilt: 1953. /~-,--- 
Wood frame. I 

Pumphouse at Old 
status: inactive 1995. 

CFA-691 
Walls: covered with wood / 

~ Sewage Treatment 
Use: pumphouse for sewage, 

OU 4-08/CFA-08 I Eliminate 1 

I Plant 
1 sldmg sludge pit (abandoned, low- 
lRooE asbestos shingles. ilevel contamination), digester, ( 

I 

CFA-692 
Scale House at 

Truck Weighing 
Scales 

CFA-695 

Walls: wood frame. 

Floor: concrete. 

1 Life Safety Test 
/ Facility (behind 

Technical Center) 

I 

one story. 
Exterior walls: masonry, 
concrete or steel frame. 
Floor: concrete. 

status: active. 
Use: hollses facility to repair, 
fdl, and store fire prevention 
9 ui ment, 

,p%&952. I 

/and skimmer. 
iBuilt: 1950. 
1 Statw: inactive. 
Use: housing for a 100,000 lb. 
capacity scale to weigh and 

1 Status: demolished, date 

CFA-696 
one story. uok”ow”. 

(old structure) 
/ Storage forNOAA ‘Roof: built-up. 

Walls: wood frame. 
lu.“e: originally housed a 

I 
J&spatch office, later housed 
weather observation 

miiA B”ile 
smlctwe Utilization / Eliminate - 3 

Database, 1998 I 

11 I Eliminate - 3 

1995 SARA Title III Elite 3 



Table 1. Results of Buildings and Structures Screening. 

n 
tL w 

Facility Number 

CFA-696 
(facility number 

reused) 

CFA-697 

CFA-698 

CFA-699 

CFA-701 

CFA-702 

CFA-703 

Facility Name Description 

stahls: active. Transportation 
Two story. 

Complex 
Roof! steel. 
Walls: steel. 

Use: maintenance and repair 01 

p--‘--3nt Storage 
‘One story. I 

3uilding (in Heavy 
RooE conugated metal 

Equipm lent Yard) 
Walls: conugated metal. 
Floor: concrete. 

~stahls: inactive 1995. 
Use: storage of excess vehicle 
parts and equipment for the 

Calibration Lab i Walls: 8-i”. reinforced hollow 
/concrete block. land storage. 
Floor: concrete. 

I One storv. +--- 
RooE composition on metal Built: 1969. 

onnnnnications and decks. Status: active. 
Alarms Building Walls: 8-i”. reinforced hollow Use: offIces, radio repair shop, 

/concrete block. parts and document storage. 

CFA Landbll .-- 
l/4 mile north of 

Lincoln Blvd. and 
Westport Ave. 

Intersection 

weather Station 
Farm back of 

CFA-690 

Microwave Tower 

Content: buried waste 
24 acres. use: disposal of non- 

radiological waste. 

Built: date unknown. 

/Use: housing for weather 

back of 150-fl high tower. 

Management Control 
Documents/Sources of 

Information 

CFA Building and 
stnlcture Utilization 

Database, 1998 

OU 4-12/CFA-01 

Site Development Plan 
(1990) 

Site Development Plan 
(1990) 

Screening - Criterion 

Eliminate - 4 

Eliminate - 4 

Eliminate - 4 

Eliminate 3 

Eliminate - 1 

Eliminate-3 

Eliminate - 3 



Table 1. Reeulte of Buildings and Structures Screening. 

m 
tb P 

i Management Control 
DocumentslSources of Screening-Criterion 

Radio Antenna 

Eliminate - 4 

Technical Center 
CFA Building and 

Use: helicopter landing and 
StNchue Utilization Eliminate 3 

Database, 1998 

Timber and rock railroad 
Built: date unknown. 

0 
Use: loading/unloading of rail 

Eliminate - 3 

-.. 

Built: date unknown 

CFA-7 11 
Site Development Plan Eliminate 3 



Table 1. Results of Buildings and Structures Scmening. 

Facility Number 

CFA-717 (back of CFA-689 
Underground sewage pump 

, Technical Center) 

CFA-718 

CFA-719 

i Railroad Trestle Trestle. 

Well No. 1 
housed in Production well for CFA. 

Production well for CFA. 

Eliminate _ 3 

Use: potable water for CFA. 

Cons!mcted: date unknown. 
Standard Number 

status: active. ! Assignments for INEL 

Use: potable water for CFA. 
1 Buildings, Structures and 

Eliminate - 3 

Bunker for storage of ordnance. Status: active. 
use: storage of ordnance. 

Procedure 
MCP-2734 i 

Eliminate - 2 



Table 1. Results of Buildings and Structures Screening. 

Background Information 
Management Control 1 
Documents/Sources of 

CFA-723 (individual heating 

CFA-724 F”e1 Oil Tmk at 

Fuel Oil Tank at 
~~~~.. .-/--~- ~.~ ~~~ 

~7 ~7 

CFA-725 
CFA-683 

~ Equipment Dispatch See Tab1e 2’ 

CFA-725 Fuel Oil Tank east 
:duplicate facility 

number) 

CFA-726 
southeast of 

CFA-666 Fire 
StatiOll 

Fuel Oil Tank at 

WA-727 

CFA-728 

CFA-729 

CFA-730 

!!&!k 
Fuel Oil Tank 

at CFA-613 See Table 2. 
BlUlldlOllX 

Jet Fuel Tank 
~~~~ 

CFA-731 
at CFA-608 

S.?Ctity 
See Table 2. 

I 
Headquarters 

on 



Table 1. Results of Buildings and Structures Screening. 

1 Management Control 
?acility Number Facility Name Description Background Information i Decumentskurces of Screening - Criterion 

Information 
’ FuelOilTank 

CFA-732 at CFA-609 
SWllity 

See Table 2. 

i Hedqu+:s 
CFA-733 Fuel Oil Tank 

=;1,,, ~‘~j ” F;ElO;g 

Operations Building 

Fuel Oil Tank 
CFA-735 at CFA-675 ISee Table 2. 

Office Building + 

Fuel Oil Tank ! 
CFA-736 at CFA-603 1 See Table 2. 

Medical Dispensary 

Emergency 

CFA-737 z;;;;;c;f,;;l See Table 2. 

center 

CFA-738 / 
Fuel Oil Tank 

at CFA-650 
See Table 2. 

CFA-739 
Fuel Oil Tank 

at CFA-650 
Fuel Oil Tank 

CFA-740 west of CFA-669 See Table 2. 
Laundry Facility 

~~~~~~~~ 

CFA-741-A 

CFA-741-B 

I Pumphouse i I 



Table 1. Results of Buildings and Structures Screening. 

‘acility Number 

CFA-742 

CFA-743 

CFA-743-A 

CFA-744 

CFA-744-A 

CFA-745 

CFA-746 

CFA-747 

CFA-748A 

at CFA-640 See Table 2. 
Storage Building waste oi, Tank ~‘~ -‘--.- ~~~~ 

at CFA-664 See Table 2. 
Service Station 1 _~~ ~+-~.~~~ .~- - ~.....~~~ 
Waste Oil Tank 

at CFA-664 See Table 2. 
Service Station 
Waste Oil Tank 

at CFA-665 
Equipment Repair 

/See Table 2. 
/ 

Building i 
Waste Oil Tank I 

at CFA-665 1 See Table 2. 
Equipment Repair i 

Building 
Gasoline Tank 

east of CFA-641 See Table 2. 

~-- 

Materials Testing 
Laboratory 

Diesel Oil Tank / 
at CFA-64 1 ! See Table 2. 

a&ground Information 
Information 

- 



Table 1. Results of Buildings and Structures Screening. 

Facility Number 
Management Control 

Facility Name Description Background Information Documents/Sources of Screening-Criterion 
Information 

CFA-754-24 (CFA Tank Farm on See Table 2. 

; 
Quebec Ave.) 

Diesel Fuel Oil 
CFA-754-25 I (CFA Tank Farm on See Table 2. 

I Quebec Ave.) 



Table 1. Results of Buildings and Structures Screening. 

tcility Number / Facility Name Description 

‘Z‘X54”” ~ (Cz;tgSee Table 2. ~~~ ~ 

Background Information 

~ 

CFA-754-27 / (CFA Tank Farm on See Table 2. 

~~~ ;R ~ 

/ Raw Water Storage i 
CFA-756 ! Tank (underground) 1 See Table 2. I 

MainSt. 1 

/ Boiler House Tank 
at 

CFA-757-A CFA-665 See Table 2. 
Equipment Repair 

stmctllre Utilization 
Database, 1998 

Eliminate - 3 

Boiler House Tank 
See Table 2. 



Table 1. Results of Buildings and Structures Screening. 

m 
L2 

CFA-760 

CFA-761 

CFA-762 

CFA-763 

CFA-763 
(tank) 

CFA-764 

CFA-765 

~my.d:06o~atlon Facility Name U.ncripdon 

rank Truck Loading 
Loading rack for trucks Status: demolished 1983 befon 

Racks formerly located near the site CFA-623 was built. 
of CFA-755. Use: loading rack for CFA-755 

!Reserve Fuel Oil Tank 
I 

Use: electrical substation 

I . ^ *. . . !.. , am Lar umoaamg ;mve grouna p,p 
Rack near CFA-601 /valves for loading 

wad ‘- . louse tue,. 

Reserve Diesel Fuel Tank. ~~~ 

Above ground piping and 
Installed: 1951. 

valves for loading/unloading 

oftloading rail cars to CFA-75! 

rank car Unloading 
Above ground piping and 

‘Installed: 1951. 
Rack near status: inactive 1995. 
CFA-754 valves for loading/unloading 

fuel and gasoline. 
Use: loading/unloading of tank 

Tank Farm trucks. 

Loading Dock at / CFA-674 was built. 
CFA-674 Docks for loading/unloading at status: active, 

Warehouse , 
warehouse. 

!Use: loading/unloading dock 

Management Conhwl 

Information 

Site Development Plan 
(1990) 

INEL Emergency 
?laniRCRA Contingency 

Plan (PLN-114) 

PlanNo. 111311 Eliminate - 3 

OU 4-09/CFA-42 

OU 4-09/CFA-42 

CFA Building and 
stnlchlre uti1iz.ati0n 

Database, 1998 

Screening - Criterion 

Eliminate 3 

Eliminate - 4 

Eliminate - 1 

Eliminate - 1 

Eliminate 3 



Table 1. Results of Buildings and Structures Screening. 

Management Control 
kwility Number Facility Name Description Background Information Documents/Sources of Screening-Criterion 

Information 

Sludge Drying Beds Built: 1953. 
at Sewage Treatment Drying beds with bituminus status: inactive 1995. 

CFA-766 Plant at liner and removable fiberglass Use: drying bed for sludge OU 4-08/CFA-08 Eliminate - 1 
CFA-691 cover. 

Sewage Plant 
,fr” Sewage Treatment , 

L 
: Small Equipment Docks, 

Built: date unknown. 
CFA-767 I status: active. INEL Facility Report 

Storage Docks Eliminate - 3 
..i~.~-.-- Use: storage of equipment. (1215195) 

j Heavy Equipment ,Concrete walled (2.3 ft high), status: active, 
Installed: 1953. 

CFA Building and 
CFA-768 i hdhg Ramp on 1 gravel filled loading/unloading 1 StructureUtilization j Eliminate - 3 

/ Lansing Avenue dock at storage yard. 
,Use: loading/unloading of 
‘heavy e_quipment. Database, 1998 

I 
/ Pumping station 

Islands A and B 
Installed: 1951. 

CFA-769 
(at CFA-664 

Fuel Pumps for vehicles. Status: demolished 1997. 1, Eliminate - 4 

Service Station) Use: vehicle fuel pumps. 

Pumping station 
Islands A, B, and C 

Installed: 1960. 
CFA-770 Fuel Pumps for vehicles. 

at CFA-645 Service 
Status: demolished 1997. 9, Eliminate - 4 

Station Pumphouse 
Use: vehicle fuel pumps. 

Propane Tank at 
- 

CFA-771 CFA-617 See Table 2. 
Laundry Facility 

Underground 

CFA-772 Storage Tank =t See Table 2. 
CFA-664 

Service Station 



Table 1. Results of Buildings and Structures Screening. 

i Management Control 
i‘aciiity Number Facility Name Description Background Iofoytion , Do-h/L4 of Screening - Criterion 

I u ndergmund 

~_- 

storage 

CFA-773 
Tank at 

CFA-665 
See Table 2. 

Equipment Repair 
Builds +-----~ ~~--~~ ~~.~~~ ~-~, ~~ 

Bus Cleaning 
Vacuum IBust: 1968. CFA Building and 

CFA-774 Collection Facility at Concrete pad. status: inactive 1995. StNctureUtilization Eliminate - 4 
CFA Bus Parking Use: vehicle wash area. Database, 1998 

+~~~ 
Lot 

I 
/ bg&Gfy date *own. ~~~~~ + ~~ 

~ Batch Plant Remains/Batch plant remains. 
iStatus: demolished, date 

-! 

CFA-775 jlulknown. 
Site Development Plan 1 

Eliminate - 4 
Use: concrete and gravel 

Installed: date llnkn~wn. 
status: active. Eliminate - 3 

Installed: date UnkIlown. 
Number Assignments for 

CFA-777 Fence CFA-660 Fence. status: active. 
INEL Buildings, 

Eliminate - 3 
Use: fence. i Structures and Roads 

Installed: date unknown. 
~XSTD-7026) ~~ 

Fence CFA-701 status: active. !! 

/Use: fence. 
Eliminate - 3 

Fence CFA-601 
and CFA-674 

, Fence at CFA-716 ~Fence. 
I I 

palled: date unknown. 
1, status: active. Eliminate - 3 

Use: fence. 
Installed: date unknown. 
stahw active. Eliminate - 3 
Use: fence. 



Table 1. Results of Buildings and Structures Screening. 

m 
LJ P 

I i Management Control 
Bcility Number / Facility Name Description ~Bnekground Information Documents/Sources of Screening - Criterion 

1 Propane Tank 
----~-~~-~-~~~I- Information ~~~~~ 

CFA-781 ! 
adjacent to 
CFA-650 

See Table 2. 

i Heating P@t 
i Fare Water Tank at 
/ 

CFA-782 I intmsection 
i of Nevada and 

See Table 2. 

Ogden 
/Bus Refueling Island 

CFA-783 
pi 

~~~~~ 

CFA-785 NWof 
transportation 

See Table 2. 

CFA-786 

7 

Z,,,,,,,,.# Constnlcted: 1994. 
status: active. lNEL Facility Report 

Treatment Lagoon i 
Use: waste water treatment. (12/5/95) 

Eliminate - 4 

.-- 
waste Water 

Constructed: 1994. 
CFA-787 

Treatment Lagoon 
Sewage Lagoon. status: active. !! Eliminate - 4 

Use: waste water treatment. 

CFA-788 

CFA-789 

Waste Water Constructed: 1994. 

’ Polishing Lagoon Sewage Lagoon. /status: active. !! Eliminate - 4 
iuse: waste water treatment. 

waste Water /ConstNcted: 1994. 
Disposal Pivot Pivot System. Istatus: active. 11 Eliminate - 4 

system Iuse: waste water treabnent. 



Table 1. Results of Buildings and Structures Screening. 

kility Number 
Management Control 1 

Facility Name D.2SCriptlOIl Background Information Documents/Sources of 1 Screening - Criterion 
I fnfnrmntinn I 

Eliminate - 3 

CFA-791 ~ CFA-696 1 See Table 2. 
1 Office Building 
I OilTanknorthof I 

north of 
CFA-795 j CFA-696 See Table 2. 

TI~pOrtatiOII 

F&i 
Diesel Tank east of 

CFA-797 I. CFA-696 
T%?U.SUOrtation 

See Table 2. 

+- 



Table 1. Results of Buildings and Structures Screening. 

Facility Number 
Management Control 

Facility Name Description 

CFA-799 ~ 
of CFA-696 / 

!See Table 2. 
Transportation i 

Facili 
cti,,tie~,&, iz;t;zrghss, ~~~~ ~‘- ~~-~ -.Built: 1992. 

status: active. 
CFA-1601 ,o,,;;z of /Walls: fiberglass. Use: chlorine injection unit 

n-m Emwz.~~ 
Plan&xxA Contingency 

iFloor: wood and fiberglass OII Iwhich feeds into CFA.642, i Plan (PLN-114) 
Well No. 2. 

Built: 1990. 
status: active. 
Use: water supply equipment. 

Built: 1994. 

CFA-1605 

CFA-1606 

Use: houses a pump. 

jone story. Built: 1990. 
waste Water IRooE steel. status: active. ,1 
Laboratory iWalk steel frame building. Use: non-nuclear 

Eliminate - 4 

Floor: concrete. environmental laboratory, 
one story. 

Built: 1994. 
Training Facility 

RooE steel. 
Istatus: active. 

/ MEL Facility Report 
Walls: steel frame building. 
Floor: concrete. 

/Use: classroom. 
Eliminate - 3 I (12/5/95) 

I 



Table 1. Results of Buildings and Structures Screening. 

I Management Control 
‘acility Number Facility Name Description Background Information Documents/Sources of Screening - Criterion 

Infomlation 

Antifreeze and Oil 
one story. 

Diwm@ Building Roof: steel, 
Built: 1995. 

!! Eliminate - 4 

Eliminate - 3 

CFA-1609 11 Eliminate - 3 

CFA-1610 

Floor: concrete. / 
one story. 

Waste Management Roof: steel. 
[Built: 1994. 

11 
Modular Office Walls: steel frame building. 

status: active. Eliminate - 3 

Floor: concrete. 
Use: offices. 

one story. 

CFA-1611 CFA Fire Station 1 
RooE steel. 0 
Walls: steel frame building. Use: fue fighting equipment 

Eliminate - 3 

Floor: concrete. and personnel. 
one story. Built: 1996. 

CFA-1612 
INEL Medical ,Roof: steel. status: active. 0 

Facility Walls: steel frame building. iUSe: fUe IIldiCd equipment 
Eliminate - 4 

Floor: concrete. /and personnel. 
ChlCltiati0n /one story. 

Injection Facility at RooE steel. 
iBuilt: 1994. 

CFA-1613 
CFA-651 Well No. 1 Walls: steel frame building. 

Eliminate - 3 

Pumphow Floor: concrete. 

CFA-1701 
Fuel Tank north of See Table 2. 

I I 
CFA-668 I 



Table 1. Results of Buildings and Structures Screening. 

m 
LJ 
m 

?acility Number 
j Management Control ( 

Facility Name Description Background Information Screening - Criterion 
Informntion 

CFA-1704 

CFA- 1705 

CFA-668 1 
Fuel Tank west of 

CFA-608 
See Table 2. 

Heating Oil Tank 
west of See Table 2. 

CFA-609 

CFA-1706 / F”e’;zm;;tb Of lSee Table 2. 
/ 
/ Heating Oil Tank 

1 

CFA-1707 / west of See Table 2. 
/ CFA-665 
I 

CFA-1708 , 
Heating Oil Tank at 

CFA-67 1 
See Table 2. 

I / 

CFA-1709 ’ ‘CFA;668 /See Table 2. 

Built: 1995. 

w------ station. 
status: active. 
Use: vehicle fuel service 



Table 2. Results of CFA Tank Facilities Screening. 

( 

rank Number 

B16-703 

816-705 

CFA-01 

CFA-02 

CFA-2 
facility number 

duplication) 

CFA-NEV- 1 

CFA-NEV-2 

Tank Name and 
Building Lwation 

Gasoline Tank at 
CFA Fire Station #2 

north of ICPP 

Water Tank 
Fire Station #2 

Mountain Bell Tank at 
:FA-644 Mountain Bel: 

Garage 
Mountain Bell Tank at 
YA-644 Mountain Bell 

Garage 

Heating Oil Tank at 
B16-601 

Fire Station #2 
(north of ICPP) 

UST at Nevada Circle 
near 

CFA-629 
I#& Bldg. 

UST at Nevada Circle 
near 

CFA-629 
Office Building 

Description 

Capacity: 500-gal 

Capacity 

Capacity: 500-gal 

Capacity: 59.gal 

Capacity: l,OOO-gal 

Capacity: 500-gal 

Capacity: 500-gal 

during construction of Fire 
Station No. 2. 
Status: removed 1995. 

‘Use: stora e of asoline. 
btalled: assumed 19 , 
during construction of Fire 
Station No. 2. 
Status: inactive. 

Status: removed, 199 1. 
Use: storage of gasoline. 
Installed: 

I 
date unknown. 

Status: removed, 1992. 
Use: storage of diesel fuel. 
pIstalled: assumed, m5x 
during construction of 

Status: removed, 1995. 
Use: storage of diesel fuel fm 

Installed: 1958. 
Status: removed, 1991. 

!Use: storage of diesel tie1 #l 

Installed: 1958. 
Status: removed, 1991. 
Use: storage of diesel fuel #l, 

Management Control 
Documents/Sources of 

Information 

OU 4-03/CFA-18’ 

itandard Number Assignment! 
ix INEL Buildings, Structure! 

and Roads (SDT-7026) 

Tank Removal Information* 

Tank Removal %mmwy3 

Tank Removal Summary4 
and 

groundwater modeling 

OU 4-03/CFA-21’ 

OU 4-03/CFA-24’ 

Screening of CFA 
acility and Criterion 

1 
Eliminate - 1 

I 

Eliminate - 3 

Eliminate - 5 

Eliminate - 5 

1 Eliminate 5 

Eliminate - 1 

i 

Eliminate - 1 



Table 2. Results of CFA Tank Facilities Screening. 

Tank Name and Management Control 
Tank Number 

Building Location 
Description Background Information Documents/Sources of 

Screening of CFA 

Iuformntiou Facility and Crlterh 

~hstdled: assumed, i!XO, 
Fuel Tank during construction of CFA- 

CFA-605-W southwest of Capacity: 12,000-gal 605. OU 4-03/CFA-45 Eliminate - 1 
CFA-605 iS!atus: removed, 1991. 

~+ ~~~~~~~~~~~~~~ --+ ~~~~~~~~~~~~~ l~~y8;,“,‘” 011. 
l 

I 
j 

-’ 

I 
CFA-606-El 

Fuel Tank at 
I Capacity: lO,OOO-gal 

Status: confirmed removed : / 
CFA-606 by ground penetrating radar OU 4-03/CFA-19’ I Eliminate - 1 

Use: storage of fuel oil. ! 
I 

, Installed: 1948. / 

CFA-606-E2 1 
Fuel Tank at / 

CFA-606 i 
Capacity: lO,OOO-gal 1 Status: confumed removed 

~I.-~~--~---~~~ ~~~ 

by ground penetrating radar ~ OU 4-03/CFA-19’ 1 Eliminate 1 

Use: storage of fuel oil. 1 

Installed: 1944. 
1 

CFA-606.SW 
Fuel Tank at 

CFA-606 

Status: last used 1950, not I Tank Removal Summary 
Capacity: 500.gal located with ground (3/12/92). Eliminate- 1 

penetrating radar 1992. 
Use: storage of fuel oil. 
Installed: 1952. 

CFA-609+A 
Fuel Tank at former 1 Status: removed, 1985 or 

CFA-609 ! 
Capacity: 275-gal 

1986. OU 4.03/CFA-20’ Eliminate- 1 

Use: storage of fuel oil. 

Underground Storage 
Installed: 1952. 
status: removed, date INEEL UST Database’ 

Capacity: 500.gal 
llnknowll. and Eliminate - 5 

Use: storage of fuel oil. groundwater modeling 

Underground Storage 
Installed: 1940. 

Capacity: 500-gal /~~;;~;~y~r. T~R~;~~~ Eliminate - 1 

!Use: storage of fuel oil. 



Table 2. Results of CFA Tank Facilities Screening. 

Tank Name and Management Control 
Tank Number / 

i Building Location 
Description Background Information Documents&urces of Screening of CFA 

Information 
Facility and Criterion 

Fuel Oil Tank at 

CFA-663 CFA-663 
Installed: 1949. 

Lithologic Core Storage 
capacity: soo-gal Status: removed, 1992. OU 4-03/CFA-38’ Eliminate- 1 

Library Use: storage of fuel oil. 

~ Underground Storage ~ InstaIleO: 1949. 
Status: removed, 1990. 

CFA-641-2 
Tank at 

CFA-641 / Capacity: 300-gal Use: storage of gasoline for Tank Removal Summary6 Eliminate - 5 
emergency pumps in CFA- (10/15/1990) 

Pllmplmuse / 
- / 682. 

TmtaIled: 1951. 
i Aboveground Storage / Status: inactive, planned for INEEL Management of 

CFA-645 j Tank at , 
I Capacity: 500-gal /removal 1997. Storage Tanks’ Eliminate - 4 

CFA-645 I IUse: storage of engine 
--.& 

(MCP-456) 
coolant. 

CFA-656 
/ Underground Storage / Tank Removal Summary’ 

I 
Tank 

capacity: 300-gal lkiziz:Ed, 1990. Eliminate 5 
/Use: storage of diesel fuel #2. (10/24/1990) 
I 

Underground Storage /Installed: 1952. 
Tank at Status: removed, date INEEL UST Database’ 

CFA-658 
CFA-658 

+ 

Capacity: l,OOO-gal 
unknown. and Eliminate - 5 

Ofike Buildin Use: storage of diesel fuel. groundwater modeling 
Installed: 1950s. 

Diesel Fuel UST at CFA Status: removed, 1994, 

668 Comunications Capacity: l,OOO-gal replaced by Tank INEEL UST Database’ 

Building CFA-1703. and Eliminate - 5 

!Use: storage of diesel fuel for groundwater modeling 

/ mlergmcy generator. 
Diesel Fuel Tank at 

CFA-674 : iInstalled: 1950s. 
CFA-674 South 

Warehouse ~ 
Capacity: 260-gal jstahls: removed, 1990. OU 4-03/CFA-34’ Eliminate 1 

(south side) / pe: storage of diesel fuel. / 



I Table 2. Results of CFA Tank Facilities Screening. 

i FuelOilTankat , 
- 

Installed: 1949. I 
CFA-68 1 ! CFA-680 Capacity: 500~gal ~Status: removed, 1990. OU 4-03/CFA-37’ Eliminate - 1 

Use: Storage of fuel oil. i ! 

Installed: 1992. 
, 

CFA-708 Capacity: 42,000-gal Stabs: active. 
CFA Building and Structure / 

Technical Center 
Use: storage of diesel fuel #2. 

Utilization Database, 1998 / 
Eliminate - 4 

/ 
Gasoline Tank at 

Installed: 1951. 

CFA-713-4 1 CFA-664 Capacity: lO,OOO-gal 
status: removed, 1996. ‘D&D Tank Removal Logbook”/ 

Service Station 
Use: storage of gasoline. and groundwater modeling ) 

Eliminate - 5 

1 Gasoline Tank at Installed: 195 1. 
CFA-664 Capacity: 8,000-gal status: removed, 1996. D&D Tank Removal Logbooki Eliminate - 5 

Service Station Use: storage of gasoline. and groundwater modeling 

3 Propane Tanks at 
CFA-645 

INEEL Management of 
CFA-714, A,B,C 

Service Station Storage Tanks’ Eliminate - 4 

Pumphouse. (MCP-456) 

Antifreeze Tank at INEEL Management of 
CFA-715 

CFA-645 
Service Station 

Capacity: unknown Storage Tanks’ Eliminate- 4 

PlUDphOUSe /Use: storage of antifreeze. (MCP-456) 



P 
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Table 2. Results of CFA Tank Facilities Screening. 

Tank Name and Management Control 
Tank Number 

Building Location 
Description Background Information DecumentclSourccs of 

ScrccsingofCFA 

Information 
Facility and Critcrio 

Old Navy Septic Tank at Installed: 1963. 

CFA-716 the Sewage Treahnent j Capacity: lO,OOO-gal 
status: inactive 1995. 
Use: storage of heating oil. 

OU 4-08/CFA-08 Eliminate - 1 
Plant (CFA-691) 

~-~ CFA-721 ~ F”e~~~~“’ 1 Capacity: S,OOO-gal r:Tr ~ ~;~~;J..-..-~ 
1702. Use: storage of heating. 

f / 
Fuel Oil Tank 

1 (individual heating ! status: inactive, date ! Storage Tanks* j 
CFA-723 Capacity: unknown / 

unknown. (MCP-456) I Elite - 5 
system) 

Use: storage of fuel oil. I and / 
groundwater modeling ; 

Fuel Oil Tank at Installed: 1951. 
CFA-724 CFA-667 Capacity: 4,000-gal status: removed, 1990. OU 4-03/CFA-33’ 

! 
Eliminate - 1 

Storage Building Use: storage of fuel oil. j 
Fuel Oil Tank east of Installed: 1944. / 

CFA-725 CFA-667 Capacity: 180-gal Status: removed, 1990. OU 4-03/CFA-32’, / Eliminate - 1 
Storage Building Use: storage of fuel oil. See Table 10 ! 
Fuel Oil Tank at 

CFA-725 CFA-683 
Installed: 1949. Tank Removal Summary 

(duplicate number) Equipment Dispatch 
Capacity: l,OOO-gal Status: removed, 1992. 

BIliklillg 
Use: storage of fuel oil. 

Fuel Oil Tank southeast Installed: date unknown. 

CFA-726 
of 

Capacity: unknown Status: removed, date 
CFA-666 llnhown. and Eliminate - 5 

Fire Station Use: storage of fuel oil. groundwater modeling 

Fuel Oil Tank at Installed: 1953. 
CFA-727 CFA-687 Capacity: l,OOO-gal status: removed, 1990. 

Tank Removal Summy 
(1 O/22/90) Eliminate - 5 

Lead Storage Building Use: storage of fuel oil. 



I Table 2. Reeulte of CFA Tank Facilities Screening. 

~ 
P 
% 

Tank Name and 
Management Control 

Tank Number 
Building Location 

Description Background Information DocumcnWSources of 
Screening of CFA 

Information 
Facility and Criteria 

Fuel Oil Tank at Installed: 195 1. Site Development Plan” 
CFA-728 CFA-666 Capacity: SOO-gal Status: tank not located. and Elite - 5 

Fire Station Use: storage of heating oil. i groundwater modeling 
Fuel Oil Tank at 

CFA-668 
Installed: 1951. I 

CFA-729 : COlUUltiC~tiOllS Capacity: 1,000.gal 
I status: removed, 1994, Removed by MK-FIC. 

Eliminate - 4 
Building 

replaced by Tank CFA-1703. 

CFA-730 CFA-613 
BunkhOWe 

Jet Fuel Tank at 

Security Headquarters 

Capacity: 500.gal Status: removed, 1996. OU 4-13/CFA-52” Eliminate - 1 
,Use: storage of heating oil. 

~Installed: 1984. 

Capacity: 12,000-gal 
! Status: removed, 1994, Removed by MK-FIC. 
replaced by Tank CFA-1704. 

Eliminate 4 

Use: storage of aviation fuel. 

Fuel Oil Tank at 
Installed: 1984. 
Status: removed, 1994, Removed by MK-FIC. 
replaced by Tank CFA-1705. 

Eliminate - 4 

Use: storage of fuel oil. 

Installed: date unknown. 
~~..~ 

Capacity: unknown 
status: mnoved, date 
“nk”own. 

groundwater modeling Eliminate - 5 

Use: storage of fuel oil. 
Installed: 1950. 

Capacity: SOO-gal Status: removed, 1996. Tank Removal Summary Eliminate - 5 
Use: storage of heating oil. 

Fuel Oil Tank at Instalked: 1959. 

CFA-735 I CFA-675 Capacity: SOO-gal 
Status: planned for removal ID&D Ta& Removal Logbook” 

I Off& Building ( 
in 1997. ; 

Eliminate - 5 
and groundwater modeling 

Use: storage of heating oil. / 



E 

Table 2. Results of CFA Tank Facilities Screening. 

Tank Name and 
Tank Number 

Building Location 

Fuel Oil Tank at 
CFA-736 / CFA-603 

/ Medical Dispensary 

Emergency Generator 

CFA-737 

Management Control i 
Description Background Information DocumentslSources of 

Screening of CFA 

Infomlation 
Facility and Criterion 

Installed: 1950. INEEL Management of 
Capacity: 1,000.gal status: active. Storage Tanks’ Eliminate- 4 

Use: storage of heating oil. (MCP-456) 

/Installed: 1963. 

CFA-738 
Heating Plant i 

!CFA-6501-633. 

Fuel Oil Tank at 
Capacity: SOO-gal OU 4-03lCFA-25’ Eliminate - 4 

Installed: 1953. 
OU 4-03/CFA-27’ Eliminate - 1 

Tank Removal Summary i 
(818189). 

CFA-742 

Serviee station 

Pumphouse 
Fuel Tank at 

CFA-640 
Storage Building 

D&D Tank Removal LogbookI 
and 

Use: storage of #2 diesel fuel. groundwater modeling 

Installed: 1944. 
Capacity: SOO-gal status: removed, 1991. OU 4-031CFA-229 Eliminate - 1 

JJse: storage of heating oil. 



Table 2. Results of CFA Tank Facilities Screening. 

Tank Number i ~~~n~~~?n 
Management Control 

Description Background Information DocumcnWSourees of 
Scrccuing of CFA 

Information 
Facility and Criterion 

-Installed: 1951. 
Waste Oil Tank at Status: removed, 1990. 

CFA-743 CFA-664 Capacity: l,OOO-gal /Replaced by Tank CFA-743- OU 4-03/CFA-29’ Eliminate - 1 
Service Station 

~~~4 ~~~~~~~~ 

/A. 

/ ca** l,OoO-gal 
iUse: 
’ 

storage of waste& ~~~d~~-m~.mm~~m 

Waste Oil Tank at 1 
Double wall fiberglass ‘Installed: 1991. 
remforced plastic tank Status: removed, 1996. D&D Tank Removal LogbookI 

CFA-743-A CFA-664 
with interstitial Replaced Tank CFA-743. and Eliminate - 5 

Service Station 
monitoring and leak Use: storage of waste oil. groundwater modeling 

detection. 
Waste Oil Tank at , 

CFA-744 
CFA-665 

1 Equipment Repair 
Capacity: l,OOO-gal Ikit%::, 1989. ~ OU 4-03iCFA-30’ Eliminate-l 

Building 
Use: storage of waste oil. 

~~~~-Ca~ay550-gal 
Waste Oil Tank at Double wall fiberglass 

CFA-665 reinforced plastic tank 
Installed: 1991, 

CFA-744-A 
Equipment Repair with interstitial 

Status: removed, 1996. Tank Removal Summary Eliminate - 4 

Building monitoring and leak 
Use: storage of waste oil. 

detection. _ 
4 talled: date “llhlown. 

Gasoline Tank east of 1 Status: removed, date Site Development Plan (1990) 
CFA-745 CFA-641 

Pumphouse 
Capacity: unknown /unknowu. and Eliminate 5 

iUse: storage of gasoline for groundwater modeling 

Diesel Fu:ITank 
fue water pump. 

beneath Installed: 1982. Site Development Plan” 
CFA-746 CFA-604 Capacity: 285-gal Status: grouted in place. and Eliminate 5 

Emergency Generator Use: storage of diesel fuel. groundwater modeling 
Building 



Table 2. Results of CFA Tank Facilities Screening. 

Tank Name and 

L 

Management Control 
Tank Number Description Background Information DocumentslSourccs of 

Scrccuing of CFA 
Building Location 

Information 
Facility and Critcrio 

Fuel Oil Tank at : 
Installed: 1950. Site Development Plan” 

CFA-747 
CFA-605 

Materials Testing 
Capacity: 1 ,OOO-gal Status: removed, 1990. and Eliminate - 5 

Laboratory 
Use: storage of heating oil. groundwater modeling i 

Diesel Oil Tank at !nstalled: 1949. / 
CFA-748 CFA-641 Capacity: 55.gal ! Status: removed, 1990. / OU 4-03/CFA-23’ I Eliminate 1 

Pumphouse jUse: storage of diesel oil. I 
1 Diesel Fuel Tank at 

!Insta!led: assumed 1950. j 

~~~~$Z$kIJkel for / 

INEEL UST Database5 
CFA-748-B I CFA-682 Capacity: SOO-gal 

and 
Eliminate - 5 

/ Emergency Fire Pump 
g Y P P 

groundwater modeling 

I Recyclable Waste Oil , 

CFA-749 ) 
Tank at 

Capacity: lO,OOO-gal /Installed: 1987. 
Double contained above- ,Status: active. 

/ INEELManagementof 1 

CFA-637 Storage Tanks’ Eliminate - 4 

Bunker 
ground storage tank. IUse: storage of waste oil. 

I 
(MCP-456) 

I Fuel Oil Tank at Installed: 1952. +- 
CFA-750 

---.~..I ~.,. 

CFA-659 Capacity: l,OOO-gal Status: removed 1985. groundwater modeling Eliminate - 5 
Office Building Use: storage of diesel fuel. 

Installed: assumed 1951 
Propane Tank at during construction of CFA- INEEL Management of 

CFA-75 1 CFA-664 Capacity: SOO-gal 664. Storage Tanks’ Eliminate - 4 
Service Station Status: inactive, 1995. (MCP-456) 

Use: storage of propane. 

I Propane Tank at 
Installed: 1970. 

I CFA-665 
Status: inactive, 1996, MEEL Management of 

CFA-752 / 
Equipment Repair 

Capacity: l,OOO-gal planned for demolition in Storage Tanks’ Eliminate - 4 

Building 
11997. 
/Use: storage of propane..__ 

(MCP-456) 

CFA-753 
Raw Water Storage 

palled: 1949. 

Tank on Main Street 
Capacity: 500,000-gal Status: active. / Site Development PlanI i Eliminate - 3 

IUse: storage of water. / 



Table 2. Results of CFA Tank Facilities Screening. 

Tank Number 
Tank Name and 

Building Location 
Description Background Information 

Installed: 1950. 

Management Control 
Documents/Sources of 

Information 

Scrccuhg of CF 
Facility and Crite 

CFA-754-20 
Diesel Fuel Oil at the 

CFA Tank Farm 
Capacity: 20,580-gal 

Status: removed 1997. 
Use: above ground storage 

OU 4-09/CFA-42 Eliminate - 1 

‘tad for diesel fuel. 

jlnstalled: 1950. 
j 

CFA-754-25 
Diesel Fuel Oil at the /Status: removed 1997. 

1 CFATankFann C=paclQ: 15~750-ga’ ik: above ground storage 
OU 4-09lCFA-42 Eliminate - 1 

/tank for diesel fuel. 
hstallcd: 1950. 

CFA-754-26 

CFA-754-27 

Diesel Fuel Oil at the 
CFA Tank Farm 

Capacity: 29,998-gal OU 4.09lCFA.42 Eliminate - 1 

/ 
/ Installed: 1950. 

Diesel Fuel Oil at the I Status: removed 1997. 
CFA Tank Farm 

Capacity: 5,040-gal 
Use: above ground storage 

OU 4-09lCFA-42 Eliminate 1 

tank for diesel fuel. 
Installed: 1950. 

CFA-754-28 
Diesel Fuel Oil at the 

CFA Tank Farm 
Capacity: 5,040-gal 

Status: removed 1997. 
Use: above ground storage 

OU 4-09lCFA-42 Eliminate - 1 

tauk for diesel fuel. 
Installed: 1950. 

CFA-755 Reserve Fuel Oil Tank Capacity: 60,060-gal 
Status: removed, 1983. 
Use: above ground storage OU 4-09/CFA-269 Eliminate - 1 

tank for fuel oil. 



Table 2. Resulta of CFA Tank Facilities Screening. 

Tank Name and 
Management Control 

Tank Number 
Screening of CFP 

Building Location 
Description Background Information Documents/Sources of 

Information 
Facility and Criteri 

Raw water storage !Installed: 1950. 
CFA-756 Tank (underground) Capacity: 250,000-gal Status: inactive, 1994. Site Development Plan” Eliminate - 3 

Main St. Use: storage of water. ; 
Installed: 1954. 11 

/ Boiler House Tank at 

CFA-757-A I CFA-665 
Status: removed, 1983, 

Capacity: 12,000-gal I 
’ Equipment Repair 

See CFA-757-B Eliminate - 4 

Building 

~~~~~~~ ~~--f~-. ~~~~- 

,;ey”r”‘e’“‘““:;ly- ~ 

Boiler House Tank at &stalled: 1983. 

CFA-757-B 
CFA-665 

Equipment Repair 
Capacity: 12,000.gal b~;~~~~~~~;~~1707, / Tank removal information Eliminate - 4 

/ 

CFA-759 

.- 
CFA-763 

c‘w 

CFA-771 

Fuel Oil Tank at 
Installed: 1951. 

CFA-671 Capacity: 19,000-gal 
Status: removed, 1994, 

Boiler House 
replaced by Tank CFA-1708. 

Removed by MK-FIC Eliminate - 4 

Use: storage of heating oil. 

Waste Oil Tank at Installed: date unknown. 
CFA-677 Capacity: 15,000.gal Status: removed, 1992. OU 4-03/CFA-3 1’ Eliminate - 1 

PUllph0USe IUse: storage of waste oil. 
Propane Tank at /Installed: 1983. INEEL Management of 

CFA-617 /Status: inactive, 1991. Eliminate - 4 
Laundry Facility / 

Capacity: unknown 
/use: storage 0f propane. 

Storage Tank? 
(MCP-456) 

Underground Storage 

CFA-772 
Tank at 

CFA-664 
Service Station 

Underground Storage 
, Tank at 

CFA-773 / CFA-665 
1 Equipment Repair 

Building 

Installed: date llnknown. INEEL Management of 
Capacity: unknown /Status: inactive, 1996. Storage Tanks* Eliminate - 4 

Use: storage of gasoline. (MCP-456) 

Installed: 1960. 
Capacity: l,OOO-gal Stahis: removed, 1989. I OU 4-03/CFA-301 Eliminate - 1 

Use: storage of waste oil. I 



Table 2. Results of CFA Tank Facilities Screening. 

CFA-78 1 
to status: active. 

CFA-650 
Capacity: 124-gal 

Use: storage of liquid 
Heating Plant propane. 

Fire Water Tank at 
CFA-782 

,titall&d: 1994. 
; intersection of Nevada Capacity: 500,000-gal !Status: active. 

and Ogden 

CFA-785 ~ k?%iFz 

/Use: storage of water. 
jInstall&d: 1995. 

Capac~ly: 18,000-gal Status: active. ,a;,Q: 
Use: storage of propane. 

i 
c 1000 1 

1 AntifreezeTankat j 
Undergrounb ,t&zg& i 

CFA-791 1 CFA-696 
tank. Double wall 

Offke Building 
/ fiberglass reinforced 

~;;;ll;;?;;’ 

/ plastic storage tank with 
Use: storage of antifreeze. 

dry interstitial space. 
capaaty: 2,.57JJ-gal 

Management Control 
Documents/Sources of 

Screening of CFA 

Information 
Facility and Criterion 

WEEL Management of 
Storage Tank.? Eliminate - 4 

(MCP-456) 

INTEL Management of 

Storage Tanks’ Eliminate - 3 
(MCP-456) 

MEEL Management of 

Storage Tanks’ Eliminate - 4 
(MCP-456) 

INEEL Management of i 

Storage Tanks* Eliminate - 4 
(MCP-456) 

I Transportation Complex Undergro~d storage InstaRed: 1994, 
tank. Double wall 

INEEL Management of / 
CFA-792 I Bulk Storage j 

fiberglass reinforced 
status: active. Storage Tanks* Eliminate - 4 

north of CFA-696 
plastic storage tank with 

Use: storage of new oil. (MCP-456) 

dry interstitial space. 
Capacity: 2,.5OU-gal 

CFA-793 
Oil Tank north of Undewo~d storage htal,ed: 1994, lNEEL Management of 

CFA-696 Transportation 
tank. Double wall 

fiberglass reinforced 
status: active. Storage Tanks’ Eliminate - 4 

plastic storage tank with 
Use: storage of oil. (MCP-456) 

Double wall fiberglass Installed: 1994. INEEL Management of 

Storage Tanks’ Eliminate - 4 
tank with dry interstitial Use: storage of oil. (MCP-456) I 

I 



Table 2. Results of CFA Tank Facilities Screening. 

Tank Number Background Information 

‘Waste Oil Tank north of Install&d: 1994. INEEL Management of 
CFA-795 CFA-696 Transportation 

INEEL Management of 

CFA-797 
/Diesel Tank east of CFAI 

696 Transportation 
INEEL Management of 

Gasoline Tank east of Installed: 1994. INEEL Management of 
CFA-696 Transportation 

Fuel Tank north 
Install&d: 1994. INEEL Management CI 

Heating Oil Tank at hstall&d: 1994. INEEL Management of 



Table 2. Results of CFA Tank Facilities Screening. 

, 
Tank Name and Management Control 

Tank Number / 
Screening of CFA 

/ Building Location 
Description Background Information Documents/Sources of 

Information 
Facility and Criterior 

Capacity: 1,OWgal 
Heating Oil Tank Double wall fiberglass 

Installed: 1994. INEEL Management of 
CFA-1703 west of reinforced plastic storage 

Status: active, replaces Tank 
Storage Tanks’ Eliminate - 4 

CFA-668 tank with dry interstitial 
CFA-668. 
Use: storage of heating oil. (MCP-456) 

space. 
capacity: 15,000-gal 

Installed: 1994. I 
Double wall fiberglass 

CFA-1704 
Fuel Tank west 

of CFA-608 
Eliminate - 4 

space. 
Capaaty: 12,000-gal 

Heating Oil Tank I Double wall fiberglass 
/Installed: 1994. 
j 

CFA-1705 1 west of 
Status: active, replacer CFA- 1 

INEEL Management of 
~ reinforced plastic storage j732. Storage Tanks’ Eliminate - 4 

storage of heating oil. (MCP-456) 

Capacity: 2,500-gal /Status: active, replaces Tank INEEL Management of 
Eliminate - 4 

! tank. iUse: storage of diesel fuel for 
Storage Tanks’ 

(MCP-456) 
/ 

: Double wall fiberglass 
CFA-1707 

H&atlng 011 Tank W&St i 
INEEL Management of 

I 
of CFA-665 

remforced plastic storage / 
replaced Tank 

CFA-757B, planned for Storage Tanks* Eliminate - 4 
tank with dry interstitial 

/ demolition in 1997. (MCP-456) 

/ 
space. 

[Use: storage of heating oil. 

INEEL Management of 
CFA-1708 

j Heating OilTankat / 
CFA-67 1 

Capacity: 2. OOO-gal i~::z&:::::~;&places Tank 

! 
CFA-759. Storage Tanks’ Eliminate - 4 

Use: storage of heating oil. (MCP-456) 



Table 2. Results of CFA Tank Facilities Screening. 

Tank Number Tank Number 
Tank Name and 

IV& 

Building Location 
Description Background Informntion DO Tank Name and 

Management Control 

Building Location 
Description Background Informntion Documents/Sources of 

Screening of CFA 

Information 
Facility and Criterior 

CFA-1709 
Heating Oil Tank at 

CFA-668 

Installed: date unknown. D&D Tank Removal LogbookI 
Capacity: 250-gal Status: removed, 1996. and Eliminate - 5 

IUse: storage of diesel fuel. groundwater modeling , 
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